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gay/ Date N T T T rang/ Page: 1/
1. Phuong tién do/ Object: BE TUAN HOAN NHIET/ CIRCULATING BATH
2. Hang san xuat/ Manufacturer: PolyScience
3. Kiéu/ Model: ADO7R-20-A12E S6 nhéan dang/ ID: 85
4. S6 hiéu/ SN: 2D1721900
5. bac trung ky thuat/ Specification:

+ Khoéang nhiét do/ Temp. range: -20+200 2C + Do phéan gidi/ Resolution: 0,01 2C
+ Kich thudc trong/ Internal dimension: 7 Lit

6. Khach hang/ Custommer: CONG TY TNHH PAM BAO CHAT LUONG VIET NAM

7. Dia chi/ Address: Tang 4, 130 Nguyen Dic Canh, Twong Mai, Hoang Mai, Ha Noi

8. Noi bao tri/ Place of maintenance: Phong hiéu chuan 1

9. Dia chi/ Address: Tang 4, 130 Nguyén Dtc Canh, Twong Mai, Hoang Mai, Ha Néi

10. Phuong phép béo tri/ - Maintenance method: A10-73 - Hwéng dan bao tri bé diéu nhiét/
11. Chuén st dung/ Standards Used:

Chuén/ Ma nhén dang/ Lién két chuan/ Hiéu luc dén/
Standards ID Traceable to Due date
Nhiét &m ké IOT / IOT Thermohygrometer TB-543 AoV 07/2025

12. Moi truong béo tri/ maintenance environment:
Nhiét do/ Temperature: [24,4 + 24,6] °C Do am/ Humidity: [53,1 + 53,1] %RH

13. Ngay bao tri/ Date of maintenance: 24/01/2025

14. Ngay bao tri lai theo yéu cau ctia khach hang/
Remaintenance date as request of customer: 24/01/2026
15. Tem bao tri/ maintenance label: A085

1 Két qua bdo tri ghi trong gidy chirmg nhén nay chi c6 gia tri doi vé6i thiét bi da duoc bao tri trén day.
’ The maintenance results in this certificate are applicable to the above maintenance instrument only.

9 Khong duogc trich sao mét phan gidy chimg nhan nay néu khéng cé sy déng y bang van ban cta AoV.
’ This certificate shall not be reproduced, except in full without the written approval of AoV.

3 Tén khach hang duoc ghi theo yéu cau cta noi giri mau.
’ Name of customer is written as customer’s request.
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KET QUA BAO TRi/
RESULTS OF MAINTENANCE

16. Noi dung bao tri/ Content maintenance
16.1. Kiém tra ki thuét hé théng nhiét/ Technical inspection of heating system

¢ Hé théng cai dat hién thi hoat ddng/ Display operation system
(] Binh thuong/ Normal
[ Khéng binh thuong/ Not normal
¢ Hé thong gia nhiét hoat dong/ Operation of heating system
(] Binh thuong/ Normal
] Khéng binh thuong/ Not normal
16.2. Bao tri khoang lam viéc phan nhiét/ Maintenance the workplace heating part
¢ Vé sinh khoang lam viéc/ Clean the workspace
¢ Kiém tra vé sinh dau do nhiét/ Hygiene test of temperature probe
¢ Kiém tra vé sinh hé thong gia nhiét/ Hygiene check heating system
¢ Kiém tra vé sinh motor khudy/ Check cleaning of stirring motor
16.3. Bao tri bén trong thiét bi/ Maintenance the inside of the device

¢ Kiém tra, gia c6 céac két n6i ngudn dén boad nguén, dé€n bom hoan lwu / Check and reinforce the power connections to the
source boad, to the circulation pump

¢ Vé sinh khoang trong cta thiét bi/ Clean the cage of the device
¢ Kiém tra vé sinh hé thong lam méat bom hoan luu/ Hygiene check circulation pump cooling system
¢ Kiém tra vé sinh boad man hinh va boad diéu khién/ Check cleaning of the display board and control board
¢ Vé sinh block lam lanh, hé théng tan nhiét cho block lanh/ Cleaning cooling block, radiator system
16.4. Bao tri xung quanh thiét bi/ Maintenance around
¢ V& sinh, lam sach bé mét lam viéc va xung quanh bé mat thiét bi/ Clean working surface and around equipment surface
¢ Vé sinh hé théng nuéc xa/ Clean the drain system
¢ Vé sinh man hinh va hé théng diéu khién/ Clean the screen and control system
16.5. Két luan sau bao tri/ Concluded after maintenance
¢ Thiét bi hoat déng binh thuong/ The equipment operates normally
¢ Nhiét d6 chuan/ Standard temperature, 25.09 oC, Nhiét d6 chi thi/ Indication temperature, 25.0 oC
--- Hét/ End ---

Két qua bao tri ghi trong gidy ching nhén nay chi ¢6 gia tri déi véi thiét bi da dugc bao tri trén day.

L. The maintenance results in this certificate are applicable to the above maintenance instrument only.

9 Khong duoc trich sao mét phan gidy chimg nhan nay néu khéng cé sy déng y bang van ban clia AoV.
’ This certificate shall not be reproduced, except in full without the written approval of AoV.

3 Tén khach hang duwoc ghi theo yéu cau cla noi giri mau.

Name of customer is written as customer’s request.

A10-73-02 Rev 00, 02/2020



