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1. Phuong tién do/ Object: PONG HO PO NHIET PO, PO AM VA AP SUAT/ DIAL THERMO-HYGROMETER

2. Hang san xuat/ Manufacturer: EXTECH

3. Kiéu/ Model: SD700 S6 nhén dang/ ID: 10
4. S6 hidu/ SN: Q677939

5. bac trung ky thuat/ Specification:

+ Thang do nhiét d6/ Temperature range: 0 + 50 °C
+ D0 phén giai nhiét d6/ Resolution: 0,1 %RH + Thang do d6 &m/ Humidity range range: 10 + 90 %RH
+ D0 phan giai do am/ Resolution: 0,1 %RH + D6 phén giai ap sudt/ Division: 0,1 hPa
+ Thang do &p (Max)/ Measuring range (Max): 10 + 1100 hPa

6. Khach hang/ Custommer: CONG TY CO PHAN PAM BAO CHAT LUQONG AoV

7. Dia chi/ Address: Tang 4, 130 Nguyen Dic Canh, Twong Mai, Hoang Mai, Ha Noi
8. Noi bdo tri/ Place of maintenance: Phong hiéu chuan 1

9. Dia chi/ Address: Tang 4, 130 Nguyén Dic Canh, Twong Mai, Hoang Mai, Ha Néi
10. Phuong phép béo tri/ - Maintenance method: A-00 - /

11. Chuén st dung/ Standards Used:

12. Méi truomg béo tri/ maintenance environment:

Nhiét d0/ Temperature: [25,4 + 25,7] °C Do am/ Humidity: [51,6 + 52,31 %RH

13. Ngay bao tri/ Date of maintenance: 28/02/2025

14. Ngay bao tri lai theo yéu cau ctia khach hang/
Remaintenance date as request of customer: 28/02/2026
15. Tem béo tri/ maintenance label: AO10

1 Két qua bdo tri ghi trong gidy chirmg nhén nay chi c6 gia tri doi vé6i thiét bi da duoc bao tri trén day.
’ The maintenance results in this certificate are applicable to the above maintenance instrument only.

9 Khong duogc trich sao mét phan gidy chimg nhan nay néu khéng cé sy déng y bang van ban cta AoV.
’ This certificate shall not be reproduced, except in full without the written approval of AoV.

3 Tén khach hang duoc ghi theo yéu cau cta noi giri mau.
’ Name of customer is written as customer’s request.

A-00-02
Tru s& chinh: Tang 4, toa nha 130 Nguyén Ptc Canh, Hoang Mai, Ha Noi VPDD: 54 Tran Khanh Dw, Tan Dinh, Quan 1, TP. H6 Chi Minh
Tel: 0242 2136 935 Email: info@aov.vn Tel: 0283 5106 995 Website: www.aov.vn
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RESULTS OF MAINTENANCE

1. Néi dung bao tri/ Content maintenance
- Ki€m tra thiét bi tru6c bao tri/ Test before maintenance:
e Thiét bi hién thi, hoat d6ng binh thuong/ Device display, normal operation.
- Ki€ém tra bén ngoai/ Check outside:
e Théng tin thiét bi day du, ré rang/ Full and clear device information.
- Kiém tra ki thuat/ Technical inspection:
e Hé thong phim bam, hién thi hoat déng binh thuong/ Key system, display works normally.

- Thyc hién bao tri/ Perform:
+ Bdo tri bén ngoai thiét bi/ External maintenance of equipment

e Vé sinh nap day phia trén thiét bi/ Clean the top cover of the device.

e Vé sinh than thiét bi, lam sach bé mat sau lung cua thiét bi/ Clean the device body, clean the back surface of the device.

o Kiém tra, vé sinh cac vi tri tiép xtic nhu: ché tiép xic pin, dau do .../ Check and clean contact positions such as battery
contacts, probes...

e Kiém tra, vé sinh man hinh hién thi/ Check and clean the display screen.

+ Bao tri bén trong khoang lam viéc/ Maintenance inside the working compartment:
o Kiém tra, vé sinh hé théng hién thi ctia thiét bi/ Check and clean the display system of the device.
- Kiém tra sau bao tri/ Test after maintenance:

o Dat thiét bi ghi nhiét dd, d6 &m vao tl tao nhiét &m chuén/ Put the temperature and humidity recording device in the
standard humidification cabinet

Cai dat nhiét do, do &m can kiém tra/ Temperature and humidity setting to be checked.

Van hanh t0, doi nhiét &m ké hoat dong 6n dinh/ Cabinet operation, wait for thermal hydrometer is stable.

Tién hanh ghi s6 liéu sau béo tri/ Record data after maintenance.

Dat thiét bi 4p suat vao tl tao &p chudn/ Place the pressure device in the standard pressure cabinet.

Cai dat ap sudat can kiém tra/ Pressure setting to be checked.

Van hanh ti hoat dong, doi barometric 6n dinh/ Cabinet operation, wait for barometric is stable.

Tién hanh ghi s6 liéu sau béo tri/ Record data after maintenance.

- K&t qua/ Results:

Dién gidi/ Gié tri chuén/ Gid tri chi thi/
Note Reference value Indication value
Chiéu téng 1100.0 1100.4

Két qua bao tri ghi trong gidy ching nhén nay chi ¢6 gia tri déi véi thiét bi da dugc bao tri trén day.

L. The maintenance results in this certificate are applicable to the above maintenance instrument only.

9 Khong duoc trich sao mét phan gidy chimg nhan nay néu khéng cé sy déng y bang van ban clia AoV.
’ This certificate shall not be reproduced, except in full without the written approval of AoV.

3 Tén khach hang duwoc ghi theo yéu cau cla noi giri mau.

Name of customer is written as customer’s request.

A-00-02
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Pressure increase
Chiéu giam 1100.1 1100.2

Pressure reduce

Diém hiéu chuén/ Calibration Gid tri chuén/ Gid tri chi thi/
point Reference value Indication value
25°C 24,93 25.0

65% 65.23 73.5

2. Két luan sau khi bao tri/ Concluded after maintenance:

- Thiét bi hoat dong binh thwong/ The device works normally.
--- Hét/ End --

Két qua bao tri ghi trong gidy ching nhén nay chi ¢6 gia tri déi véi thiét bi da dugc bao tri trén day.

L. The maintenance results in this certificate are applicable to the above maintenance instrument only.

9 Khong duoc trich sao mét phan gidy chimg nhan nay néu khéng cé sy déng y bang van ban clia AoV.
’ This certificate shall not be reproduced, except in full without the written approval of AoV.

3 Tén khach hang duwoc ghi theo yéu cau cla noi giri mau.

Name of customer is written as customer’s request.

A-00-02
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